
 

 

When security is your utmost concern

Single use security seal is made of tough 
polymer body and 1.5 mm non preformed 
galvanized aircraft cable.

Cable is specifically designed to splay once cut, 
thereby preventing rejoining and re-use.

Additional security feature is that body and 
cover completely envelop the printed bar code 
preventing unauthorized access.

Conforms to ISO 17712 standard, class S 
(security seal).

Application 
↘ High value shipments
↘ Customs seals
↘ Bulk tankers
↘ Duty free carts
↘ Container door latches
↘ Trailer door latches
↘ Railway door latches
↘ Utility meters and valves
↘ Valves in petrochemical industry

Materials:

Body and transparent cover
Injection molded body and cover are made of impact resistant 
polymers which are impervious to temperature oscillations. 
Cover is ultrasonically welded to the body and permanently 
envelops printed data on all sides. This prevents tampering and 
removal of printed bar code. In addition, all seals are suitable for 
indoor or outdoor applications.

Dimensions
Body: width 25.3 mm, length 55 mm, height 11.5 mm 
Cable length: 225 mm (8.85”); cable diameter: 1.5 ± 0.35 mm 

Designed for single use
Tough, galvanized non preformed aircraft cable separates into 
individual strands when cut and cannot be resealed.

Locking mechanism
Made of hardened steel (62 HRC) ensures safety and integrity of 
your package.

Over 6,000 colors
You can chose from a universe of colors from RAL®, Pantone® or 
NCA® color systems. Standard colors are: red, blue, light blue, 
navy, green, yellow, orange, white and gray.

Indelible print
We can print your company name, your logo, sequential 
numbers, range of numbers, or bar codes in 1D and 2D 
symbology.

Ample print space - 784 mm² (1.215 in²)
Maximal print area is 16 × 49 mm (0.629” × 1.929”), which 
enables your data to be easily seen and scanned right the first 
time. This increases the productivity of your workers.

Subject to change without prior notice.

Patent pending
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Safety Seal
Installation and removal guide

Application of adjustable able seal:
↘ Make sure bar code is facing you (fig. A).
↘ Thread the non-fixed cable end (fig. A) through item(s)/box(es) you wish to secure.
↘ Thread the non-fixed cable end into seal body (fig. A).
↘ Make sure cable goes through the lockng mechanism and exits the cable body (fig. B).
↘ Pull cable taught to remove any slack (fig. B).
↘ Pull on the seal body (or reverse pull the threaded cable) to fully engage the lock onto the cable (fig. C).

Removal guide:
↘ Cut cable with wire or cable cutter only.
↘ Cut fixed end of cable near seal body to prevent reuse (figures A, D).
↘ Use protective equipment for eyes, face, head and extremities when cutting cable.

Fixed  
cable 
end

8910000000001

Figure A.

Non-fixed 
cable 
end

Figure C.

89100000000018910000000001

Figure B.

8910000000001

55 mm

25 mm

25
.3

 m
m


ø = 1.5 mm
l = 225 mm

Figure D. EAN and UPC bar codes
EAN-8, EAN-8 + 2, EAN-8 + 5, EAN-13, EAN-13 + 2, EAN-13 + 5, 
EAN-14, DUN-14, UPC Case Code, UPC-A, UPC-A + 2, UPC-A + 
5, UPC-E, UPC-E + 2, UPC-E + 5, UPC-E(1), GS1-128 (EAN.UCC 
128), SSCC, Bookland, Addon 2, Addon 5

Linear bar codes
Interleaved 2 of 5, ITF 14, ITF 16, Code 39, Code 39 Tri Optic, 
Code 39 Full ASCII, Code 32, Code 93, CODE 128 (A, B and 
C subsetovi), Code 128 Pharmacy, MSI, Codabar, Postnet-32, 
Postnet-37, Postnet-52, Postnest-62, Kix, Pharmacode, Plessy, 
Anker

GS1 Databar bar codes
Linear GS1  Databar symbology - RSS14, RSS14 Truncated, RSS14 
Stacked, RSS14 Stacked Omnidirectional, RSS Limited, RSS 
Expanded Composite GS1  Databar symbology - RSS14, RSS14 
Truncated, RSS14 Stacked, RSS14 Stacked Omnidirectional, RSS 
Limited, RSS Expanded, UPC-A, UPC-E, EAN-8, EAN-13, EAN.
UCC 128 & CC-A/B, EAN.UCC 128 & CC-C

2D bar codes
2D-Pharmacode, PDF-417, DataMatrix, MaxiCode, Aztec, QR, 
MicroQR, Codablock F, MicroPDF, InfoGlyph


